


MACHINE 
SPECIFICATIONS

WORKHEAD
Swing over main slide, (max diameter)..................................12”
Collet work diameter.................................................. .12 - 1.25”
Minimum lead generated by spiral lead mechanism...........1.81”
Maximum length between spindle nose and tail center...........6”
Main slide travel..................................................................5.75”
Offset slide travel, total.......................................................5.25”
  -front of center.......................................................................3”
  -rear of center...................................................................2.25”
Horizontal swivel..................................................................235º
Vertical swivel....................................................................+/-40º
Workhead power...............................................................1/4 hp
Workhead speed............................................................436rpm

  

WHEELHEAD
Longitudinal slide travel...........................................................6”
Vertical slide travel................................................................9.5”
   -above center.....................................................................4.5”
   -below center........................................................................5”
Cross slide travel, total.........................................................7.5”
   -front of center......................................................................3”
   -rear of center....................................................................4.5”
Wheelhead power.............................................................1/2 hp
Wheelhead speed...................................4000, 5729, 8000 rpm
SPACE/WEIGHT
Overall fl oor space requirements..................................60” x 67”
Machine weight.............................................................1525 lbs.
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STANDARD EQUIPMENT

1) Toothrest assembly with extension bar
2) Grinding wheel gueards with extension bar
3) Front stock support
4) Choice of 10 collets plus 3 taper collets
5) Grinding wheel collets
6) Lower workrest
7) Wrench
8) Toothrest centering gage
9) Adjustable tail center support
10) Grinding wheel supports
11) Leveling pads
12) Workhead spindle centering gage
13) Screw drivers
14) Allen Wrenches
15) Wrenches
16) Index plates (0,8,10, & 12)
17) Tool Box
18) Oiler
19) Set of grinding wheels
20) Diamond bar
21) Spring loaded index pawl for workhead
22) 1/2” wheel collet and wrench
23) Large Facemill Grinding attachment
24) 4” 6 jaw chuck
25) Wheel fl ange & 2 collets for internal grinding
26) Wet grinding attachment with waterproofi ng equipment

Optional Equipment

1) B&S 5, 7, 9 taper collets
2) Frequency inverter variable speed drive
3) 1hp or 2hp wheelhead motor drive
4) Special index plates
5) Dust collection system     

Machine Specifi cations and Features shown in this brochure are provided as a guide only and are subject to change without notice


